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Product #6626HV
TechNiche Phase Change Cooling
ANSI CLASS II HI-VIZ VEST
Powered by CoolPaxTM

High Visibility, ANSI Class II cooling vest
100% Hi-Viz Lime polyester, 100% cotton interior liner 
made with thermal liner
Includes one cooler bag and one set of four (4) 6665V 
CoolPaxTM  Inserts 
Total Weight: 6.4lbs/2.9kg (including 6665V CoolPaxTM 
Inserts)
Insert Compatibility: 6665V and 7065V
Sizes: M/L (45-80kg), L/XL (80-113kg), 2XL (113-136kg), 
Custom
Color: Hi-Viz Lime with Silver Reflective Tape
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          CoolPax™ is our Phase Change Materi-
al (PCM) cooling technology. It uses a 
non-toxic liquid that freezes at 58oF/14°C and 
remains at that temperature for 2-3 hours.

HOW TO USE :
1. Place CoolPaxTM inserts in freezer or ice 
water for 35-40 minutes
2. Insert activated CoolPaxTM into garment 
pockets
3. CoolPaxTM vest or accessory is ready to 
wear!

Polyurethane Outer Material
Phase Change Material: 58oF 

Activation: Ice Water or Refrigerator
Activated Duration: up to 3 hours

COOLPAXTM Inserts
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